
The ability to match, or contrast, an 
existing color palette is yours with 

Dixie-Pacific’s™ Paint-Grade Wood 
Columns. The columns are available in 
plain or fluted, Colonial or Classical styles 
and are a perfect complement to any 
architectural design. The Colonial style 
has a gradual taper and double bead. The 
Classical style has an architectural taper 
(bottom one-third is not tapered, the 
top two-thirds of the column is tapered) 
and classical bead styling. To complete 
the Paint-Grade Wood Column design, 
standard Tuscan caps and Roman Doric 

base/plinths 
are available in 
both synthetic 
materials 
for exterior 
applications and 
wood for interior 
applications. 
And for a stylish 
flourish, a 
complete line 
of Decorative 
Capitals is also 
available for 
use with Dixie-
Pacific™ Paint-
Grade Columns.

Paint-Grade Wood Column Features:
Round• 
6” x 8’ - 24” x 24’• 
Colonial or Classical Styles• 

6" - 12" Colonial Style -
14" - 24" Classical Style -

Plain or Fluted• 
Tapered or Non-Tapered• 
Precise Detailed Proportions• 
Load Bearing• 
Special Order Options • 
Decorative Capitals Available • 
One Year Limited Warranty• 

Paint-Grade Wood Column Styles

Choosing the Right Paint-Grade Wood Column
1. Choose the style:
Colonial, Classical, plain or fluted

2. Choose the appropriate column size.
See Smart Size Ordering information on page 3 to determine 
the correct size for your application 

3. Select either a wood or synthetic Tuscan cap and 
Roman Doric base/plinth for your Paint-Grade Wood Column 
and determine if you want a beautifully-detailed 
Decorative Capital 

Colonial 
Round 

Tapered
(Plain or 
Fluted)

Classical 
Round 

Tapered
(Plain or 
Fluted)

Colonial 
Round 

Tapered
Knee-Wall
(Plain or 
Fluted)

Classical 
Round 

Tapered
Knee-Wall
(Plain or 
Fluted)

Colonial 
Round 
Non-

Tapered
(Plain or 
Fluted)

Colonial 
Round 
Non-

Tapered
Knee-Wall
(Plain or 
Fluted)
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Paint-Grade Wood Columns



Tuscan Cap & 
Roman Doric Base/Plinth 

For 6” - 12” colonial round Tapered 
Wood columns (polyurethane)
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Decorative Capitals for 
Paint-Grade Wood Columns

Decorative Roman 
Doric 

Angular Greek 
Ionic 

Empire Empire w/ Necking

Greek Erectheum
Greek Erectheum

w/ Necking

Roman 
Corinthian

Roman Ionic Scamozzi

Temple of Winds

Modern Composite

A B C D Q

Plan Types for Split 
Paint-Grade Wood Columns

see pages 24-25 for details



PAINT GRADE
STOCK WOOD COLUMNS

CLASSICAL

ROMAN DORIC BASE/PLINTH

BEADBEAD
COLONIAL

Classical 
Bead

Colonial
Bead
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Style

paint-GraDe Colonial anD ClassiCal rounD tapereD/non-tapereD Columns 

Paint-Grade Colonial and Classical Round Columns 

Column 
Size

6”
8”
10”
12”
14”
16”
18”
20”
22”
24”

Bottom 
Shaft 

Diameter
A

51/2

71/4

91/4

111/4

135/8

155/8

175/8

195/8

215/8

235/8

Neck 
Shaft 

Diameter
Non-

Tapered
B

51/2

71/4

91/4

111/4

135/8

155/8

175/8

195/8

215/8

235/8

Neck 
Shaft 

Diameter

Tapered
B

43/4

61/4

8
91/4

11
13
15
17
19
21

Colonial/
Classical 
Bead**

K
13/8

13/8

13/8

13/8

13/8

13/8

13/8

13/8

11/2

11/2

Colonial 
Bead

♦
♦
♦
♦

Classical 
Bead

♦
♦
♦
♦
♦
♦

Flute
Width

L
 3/4

15/16

15/16

15/16

7/8

1
1
1

11/2

11/2

***Approx.

Top
Flute

M
31/2

31/2

31/2

31/2

31/2

31/2

31/2

31/2

31/2

31/2

***Approx.

Bottom
Flute

N
103/4

103/4

103/4

103/4

7
7
7
7
4
4

No.
Flutes

12
12
16
16
24
24
27
27
28
30

Load-
Bearing

Capacity*
(in lbs.)

2,095
3,258
4,268
5,173
6,808
8,618
10,624
11,915
18,905
20,974

Stave 
Thickness

After
Turning

11/8

11/8

11/8

11/8

13/8

13/8

13/8

11/2

11/2

11/2

Cut at 
Bead 
Loss

3
3
3
3

Length
(in feet)

6, 8, 9, 10
6, 8, 9, 10, 12

6, 8, 9, 10, 12, 14, 16
6, 8, 9, 10, 12, 14, 16, 18

6, 8, 9, 10, 12, 14, 16, 18, 20
6, 8, 9, 10, 12, 14, 16, 18, 20
6, 8, 9, 10, 12, 14, 16, 18, 20

12, 14, 16, 18, 20
12, 14, 16, 18, 20, 22, 24
12, 14, 16, 18, 20, 22, 24

* Load-bearing capacity is dependent on the concentric loading of the column. 
**All Colonial Round Non-Tapered Columns are manufactured with no bead.
*** All non-tapered paint-grade columns: Top flutes start approximately 4” down from cap and bottom flutes stop 
approximately 4” from top of base.
NOTE: 

• Second story balconies should not be attached directly to the side of any wood column. Contact Dixie-Pacific™ for 
recommendations. 

• The overall length of our Paint-Grade Colonial/Classical Round Tapered and Round Non-Tapered Wood Column includes 
the Tuscan Cap, Shaft and Roman Doric Base/Plinth. 

• Allowable wood stress in compression parallel to grain is 800 PSI.
• Allowable loads are axial loads with no moments. 
• Custom sizes are available. Contact Dixie-Pacific™ for more information.

Full Length & Knee-Wall 

Measurements in inches unless otherwise noted. There may be a variance of up to 1/4” in all dimensions.

Columns to Surround Structural Supports 
for Paint-Grade Colonial and Classical Round Columns

Inside
Top Shaft
Diameter

Tapered

P
23/8

33/4

51/2

67/8

73/4

10
12
14

153/4

173/4

Column 
Size

6”
8”
10”
12”
14”
16”
18”
20”
22”
24”

Full Length & Knee-Wall

Top View

Inside 
Diameter

Inside
Top Shaft
Diameter

Non-Tapered

P
3    
5    

71/8

9    
103/4

13    
143/4

167/8

181/4

201/4

NOTE: • Inside diameter may vary up to 1/8”. These columns allow for saw kerf as columns are split. Columns 
that are split are non-load-bearing. Splitting a column will decrease inside dimension 1/8”.

           • Specify shape and size of structural support. 



paint-GraDe rounD tapereD & non-tapereD Caps & Base/plinths
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* Manufactured from polyurethane. 

NOTE: Aluminum plinths are available. Contact Dixie-Pacific™ for more information.

Polyurethane Cap & Base/Plinth for 
6” - 12” Colonial Round Tapered 
Wood Columns

Polyurethane Cap & Base/Plinth 
for 6” - 12” Round Non-Tapered 
Wood Columns and 14” - 24” 
Classical Round Tapered Wood 
Columns

Wood Cap & Base/Plinth for 6” - 12” 
Round Tapered & Non-Tapered 
Wood Columns

Tuscan Cap & Roman Doric Base/Plinth
for Paint-Grade Colonial and Classical Round Columns

Full Length & Knee-Wall
Polyurethane

Wood

Column 
Size

6” *
8” *

10” *
12” *
14” *
16” *
18” *
20” *
22” *
24” *

Plinth Base
Mold

E
11/2

11/2

11/2

11/2

21/4

25/16

33/16

31/8

35/16

33/16

Cap Square Cap SquareCap 
Round

H
11/8

11/8

11/8

11/8

21/4

23/8

33/16

31/4

35/16

35/16

Cap 
Round

H
17/16

17/16

17/16

17/16

21/4

25/16

33/16

31/8

35/16

35/16

Width
C
8

97/8

117/8

133/4

161/2

183/4

22
24
25

281/2

Height
D

11/4

11/4

11/4

11/4

21/4

23/8

33/16

33/8

35/16

35/16

Width
F

71/2

91/2

11
12
14
16

183/8

203/4

223/4

25

Width
F

81/8

10
12
14

161/2

183/4

22    
24    
25    

281/2

Height
G

11/4

11/4

11/4

11/4

21/4

23/8

33/16

31/4

35/16

35/16

Height
G

17/16

17/16

17/16

17/16

21/4

23/8

33/16

33/8

35/16

35/16

6”
8”

10”
12”

81/8

10
12
14

11/2

11/2

11/2

11/2

11/2

11/2

11/2

11/2

63/4

83/8

103/8

12

81/8

10
12
14

11/4

11/4

11/2

11/2

11/2

11/2

11/2

11/2

11/4

11/4

11/2

11/2

11/2

11/2

11/2

11/2

Measurements in inches unless otherwise noted. There may be a variance of up to 1/4” in all dimensions.
NOTE: 

• Tuscan Cap and Roman Doric Base/Plinth are the standard components for Paint-Grade Columns.
• All Caps and Base/Plinths are sold separately from the column.

Tapered Non-Tapered



Empire
Column

Size
8”
10”
12”
16”
20”
22”
24”

Angular Greek 
Ionic

DeCorative Capitals for paint-GraDe rounD tapereD Columns
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Column
Size
8”

10”
12”
16”
20”
24”

Diameter

61/4

8
93/8

135/8

161/2

181/2

20

Diameter

61/4

8
93/8

135/8

161/2

20

Height

37/8

51/4

51/2

81/8

10
111/2

12

Height

73/4

101/2

101/2

171/4

171/2

191/8

Abacus

91/2

131/2

141/8 

211/4

32
323/4 

33

Abacus

91/2

131/2

141/8

211/4

32
33

Dimensions*
Dimensions*

Empire
with Necking**

Greek
Erectheum
Column

Size
6”
10”
12”
16”
18”
20”
24”

Dimensions*
Diameter

47/8

8
9

123/4

151/2

161/2

20

Height

31/4

51/4

55/8

7
101/8

10
111/2

Measurements in inches unless otherwise noted. There may be a variance of up to 1/4” in all dimensions.

Abacus

61/2

101/2

131/8

161/4

211/2

211/4

27

Decorative Roman
Doric

Column
Size
14”
18”
20”
22”

Column
Size
6”
8”

10”
12”

Diameter

121/2

143/4 

16
181/4

Diameter

51/8

6
81/4

10

Height

71/4

83/4

10
111/4

Height

4
47/8

63/8

71/2

Abacus

201/2

221/2 

241/8 

30

Abacus

83/4

105/8

14
161/4

Dimensions* Dimensions*

Decorative Capitals for Paint-Grade Round Tapered Columns 
NOTE:

• 8” - 12” Decorative Capitals are load bearing (unless split) and manufactured from lightweight polyurethane.
• 14” - 24” Decorative Capitals are non-load bearing (requires plug) and manufactured from lightweight 

polyurethane.
• Specify shape and size of structural support if Decorative Capitals are split for reassembly. The inside diameter of 

the Decorative Capital is significantly smaller than the inside top diameter of the column shaft.
• All Decorative Capitals are sold separately from the column. 
*All dimensions are approximate.
**Necking detail may vary.



DeCorative Capitals for paint-GraDe rounD tapereD Columns

Cutting Columns at Bead/Astragal

All Paint-Grade (6” x 8’ - 12” x 12’) Round 
Tapered Wood Columns used with 
Decorative Capitals should be cut flush 
above the bead.

The Decorative Capital should rest on the 
top of the bead to allow for the proper fit 
on the column. The cut at bead loss and 
the Decorative Capital height must be 
taken into consideration 
when ordering columns. A 
column used with a short 
Decorative Capital may 
require a longer shaft. 
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Measurements in inches unless otherwise noted. There may be a variance of up to 1/4” in all dimensions.

Column
Size
6”
8”
10”
12”
14”
16”
18”
22”
24”

Diameter

51/8

61/4

8
9

12
14
15

181/2 

201/2

Height

23/8

25/8

4
41/4

5
63/8

63/8

9
91/2

Abacus

61/8

71/2

103/4

111/2

161/2

171/4

18
25

251/8

Dimensions*

Roman Ionic
Column

Size
6”
8”
10”
12”
14”
16”
18”
20”

Diameter

51/8

6
71/2

9
12
13
15

173/4

Height

21/2

31/4

35/8

41/4

55/8

6
67/8

81/2

Abacus

73/4

10
131/2

141/2

183/4

181/2

213/4

281/2

Dimensions* Column
Size
6”
8”
10”
12”
14”
16”
18”
22”
24”

Diameter

5
61/2

71/2

81/2

111/2

14
15
18

191/2

Scamozzi Temple of Winds

Height

7
73/4

101/4

101/4

14
17

185/8

211/2

23

Abacus

73/4

101/2

14
14

211/2

231/4

27
273/4

353/4

Dimensions*

Column
Size
12”
14”
20”

Diameter

91/4

12
161/4

Height

121/4

17
231/4

Abacus

171/4

193/4 

251/4

Dimensions*

Modern Composite
Column

Size
6”
8”
10”
12”
14”
16”
18”
20”
22”
24”

Diameter

43/4

6
71/2

9
121/2

127/8

15
171/4

181/2

20

Roman Corinthian

Height

7
81/2

11
115/8

171/4

171/8

173/4

251/4

281/2

281/2

Abacus

91/2

12
123/4

151/8

223/4

221/2

251/4

39
41
42

Dimensions*

Greek Erectheum 
with Necking**
Column

Size
10”
12”
16”
18”
20”
22”
24”

Dimensions*
Diameter

8
9

123/4

141/2

161/2

18
20

Height

77/8

81/4

101/2

127/8

15
165/8

171/8

Abacus

101/2

131/8

161/4

18
211/4

261/4 

27


